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E
fficient energy-storage systems are required to power hybrid/
electric vehicles and the ever-increasing number of electronic 
gadgets, as well as storing energy from intermittent sources 
such as wind and sun. High-performance energy-storage systems are 
needed in our day-to-day lives in a connected environment, since we 
all want our electronic devices, such as smartphones and tablets, to 
hold their charge and operate throughout the day. Electrochemical 
capacitors (ECs) play an increasing role in satisfying the demand 
for high-rate harvesting, storage and delivery of electrical energy, 
as we predicted in a review a decade ago1. Since then, the need for 
versatile, ubiquitous, high-power, high-energy-density storage has 
only increased.
The Ragone plot presented in Fig. 1 demonstrates the status of 
power versus energy performance of several energy-storage sys-
tems available so far. Batteries lie in the high-energy and low-power 
region, defining a time constant (operation time) ranging from one 
to tens of hours2,3. They can deliver low power for long stretches and 
are used in applications ranging from power electronics to mobility 
and grid storage. The power and lifetime limitations of batteries are 
caused by the charge-storage mechanism, which involves transfor-
mation of chemical bonds via electrochemical redox reactions in 
the bulk of active materials. The high energy density of Li-ion bat-
teries (up to ~300 Wh kg–1) explains why they dominate the market, 
and this technology is likely to prevail for a long time3. However, 
battery cycle life is limited to a few thousand cycles, owing to vol-
ume changes in the materials upon cycling4. Lithium-ion batteries 
also suffer from a slower recharge rate compared with discharge, 
owing to Li-metal plating at the negative electrode. Although efforts 
are ongoing to increase the lifetime and decrease the charging time 
of batteries, there are fundamental limitations related to solid-state 
diffusion rate, phase transformations and volume changes on 
charge/discharge. Also, the energy density of batteries quickly 
decreases with size, limiting the use of micro-batteries for powering 
microscale and wearable devices.
ECs are another major family of energy-storage system with elec-
trical performance complementary to that of batteries1,5–12. They can 
harvest higher power than batteries but contain lower energy den-
sity, resulting in an operation time of tens of seconds to minutes. 
ECs store the charge via fast, surface-confined processes, which can 
be electrostatic or faradic in nature5,7,10,12. Such surface storage causes 
only minor, if any, volume change of the electrode during operation 
resulting in a long cycle life (>106 charge–discharge cycles), as well as 
a fast charge rate, similar to discharge1. These key features, together 
with their energy and power densities, make them useful in applica-
tions ranging from small devices for power electronics (power buf-
fer, memory-saving alternating current filtering13) to large-size cells 
and modules for automotive transportation14–17. In the latter, they 
are used for power delivery but also for energy harvesting, such as 
braking energy in cars and trams (recharging the EC device via a 
starter-alternator during vehicle braking steps), which requires high 
power for a short time (a few seconds). Such applications cannot be 
achieved with conventional batteries because of the limited power 
density as well as the charging rate. ECs are also used for grid energy 
storage for power quality and smoothing, power saving units and 
frequency regulation, for which the final device weight can reach 
several tonnes. Supercapacitors are also massively implemented in 
the electrical pitch control system of wind turbines. In summary, 
ECs are often used in complement to batteries for short-time (up to 
tens of seconds) energy delivery and harvesting, that is, when bat-
teries fall short in delivering or receiving power15–17.
Ragone plots (Fig. 1) are widely used in the literature to provide 
information on power versus energy density of devices, as well as 
providing a benchmark for various technologies. The coloured areas 
in Fig. 1 correspond to performance obtained using the same charge 
and discharge current, whereas areas enclosed by dashed lines refer 
only to discharge performance (with a recharge at low rate); this pre-
sentation highlights the power capability of ECs compared with bat-
teries. Readers must bear in mind that such a plot gives only part of 
the information. More specifically, although Li-ion batteries can be 
discharged in a few tens of seconds, the energy efficiency and cycle 
life will be greatly affected, making ECs preferred for high-rate appli-
cations when a long cycle life is required. Caution must be exercised 
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when reporting performance metrics in Ragone plots, to avoid deliv-
ering biased results18,19. Energy and power densities of commercial 
devices are normalized by the weight (gravimetric) or the volume of 
the cells (volumetric), which can be easily obtained from direct mea-
surement of cell weight or by cell volume calculation. Materials pre-
pared in the laboratory scale may not be assembled in a realistic cell 
(with minimized contributions from the electrochemically inactive 
materials such as electrolyte, current collectors or packaging), so that 
reporting performance metrics normalized to the total cell weight 
or volume makes little sense. Extrapolating materials-based perfor-
mance to a fully packaged cell may lead to unrealistic numbers that 
deliver the wrong message to the community11,18. Since the cell stack 
includes current collectors, separators, active material films and elec-
trolyte, energy and power densities normalized per dried cell stack 
weight or volume should be used (including everything except elec-
trolyte weight). Benchmarking with other commercial devices can be 
easily achieved by dismantling cells and reporting the same perfor-
mance metrics: energy and power performance normalized per stack 
volume or dried stack weight. Following these simple recommenda-
tions makes it possible to report trustworthy research results.
Our dependence on electrical energy has only increased over 
the past decade, and high expectations placed on batteries and ECs 
make the need to improve performance more relevant than ever. 
All the research and development efforts aim at pushing ECs and 
batteries performance towards the top right part of Fig. 1, which 
highlights a trend: the boundary between electrochemical capaci-
tors — more specifically ECs based on redox pseudocapacitive 
materials — and high-rate batteries is becoming increasingly 
blurred. In the region marked by the star, the high-energy-density 
challenge for ECs meets the high-power one for Li-ion batteries. For 
the scientific communities, there is a foundation of common basic 
science to share and develop (designing and controlling interfaces, 
material architectures, creating analytical platforms, using model-
ling and artificial intelligence, and so on).
The next sections of this Review summarize progress in the field 
of ECs over the past decade as well as showing key perspectives for 
future materials research, covering porous carbons, pseudocapaci-
tive materials, and the emerging fields of wearable energy storage 
and of microdevices and fabric supercapacitors for the Internet of 
Things (IoT).
Electrical double-layer capacitors
Electrical double-layer capacitors (EDLCs) store charge electro-
statically through reversible adsorption of electrolyte ions onto 
electrochemically stable, high-surface-area carbon materials1,20. 
Charge separation occurs upon polarization at the electrode/elec-
trolyte interface, producing what Helmholtz described in 1853 as 











where εr is the electrolyte dielectric constant, ε0 is the dielectric 
constant of the vacuum, d is the effective thickness of the double 
layer (charge separation distance) and A is the electrode surface 
area. The absence of any faradic contribution in the charge-storage 
mechanisms explains the specific electrochemical signature, from a 
rectangular box-shaped cyclic voltammogram to a sloping profile 
during galvanostatic charge discharge (Fig. 2a). Although EDLCs 
are the main commercialized EC devices, they suffer from limited 
energy density (equation (2)), and their challenge is to increase the 









where C is the capacitance (in farads), V the cell voltage (volts) and 
W the energy (watt hours).
Although high capacitance (>200 F g–1) could be achieved by 
adding redox functions1,12 (such as by doping carbon with hetero-
atoms7,22), the limited cell voltage of aqueous electrolytes (typically 
less than ∼1.5 V) due to water electrolysis has so far hampered the 
development of aqueous technology. Today, commercial EDLC cells 
use non-aqueous electrolytes — typically 1 M (C2H5)4N
+,BF4
– dis-
solved in acetonitrile or propylene carbonate — that yield an aver-
age cell voltage of 2.7 V (refs. 23,24).
Self-discharge is an important parameter for ECs. It can originate 
from charge recombination at the surface of the porous carbon elec-
trode by diffusion of ions from the double layer to the electrolyte, 
or from the presence and consumption of redox impurities such as 
surface functional groups and/or water traces in the organic elec-
trolyte20. Although the self-discharge of ECs is higher than that of 
batteries owing to the different charge-storage mechanism (elec-
trostatic or surface redox versus bulk redox), commercial ECs have 
now reached low leakage current (a few microamps per farad at the 
maximum voltage at room temperature)15. Such low values for the 
leakage current correspond to several weeks to move from the max-
imum voltage to half voltage once the cell is charged. Additionally, 
being high-power devices, supercapacitor banks may need a ther-
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Fig. 1 | Ragone plot. The plot shows the trends towards greater specific 
power for batteries and specific energy for electrochemical capacitors 
(arrows), blurring the boundaries between the two as the trends approach 
the star. Dashed lines represent zones where the cyclability of the device 
is altered in the case of symmetric cycling (same charging and discharging 
rate at 100% depth of discharge). For Li-ion batteries, Li plating at the 
negative electrode is mainly responsible for the decrease in cycle life and 
the limitation of charging rate. All the data for generating Fig. 1 come from 
commercial devices (datasheets or real tests). The data for solid state 
batteries come from industry roadmaps. The diagonal dotted lines and 
timescales represent characteristic operation timescales, obtained by 
dividing the energy by the power. LTO, lithium titanium oxide (Li4Ti5O12).
combined with modelling30,37–41, were adapted to tracking ion 
fluxes and adsorption in nanopores. Electrochemical quartz-crystal 
microbalance experiments (not only in conventional gravimetric 
modes31,42 but also in modified dissipation43,44 or a.c.-gravimetric 
modes45) and atomic force microscopy experiments46,47 revealed the 
electrolyte dynamics and ion adsorption during operation. These 
research efforts led to revisiting the basic concept of the Helmholtz 
double-layer formation at planar48,49 and nanoporous carbon elec-
trodes. They also brought about a better understanding of the origin 
of this capacitance increase. The increase is now attributed to the 
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Fig. 2 | Carbon-based electrical double-layer capacitors. a, A typical CV (left) and a galvanostatic discharge plot (right) of a capacitive EDLC; Q is the 
gravimetric capacity normalized to carbon weight. b–d, Charge-storage mechanisms. b, Snapshot of BMI,PF6 ionic liquid electrolyte between two graphite 
electrodes under a polarization of 2 V (top). The long-range layered structure observed as a consequence of charge overscreening (middle) is suppressed 
when adding an organic solvent (bottom). ρion, ion density. c, Formation of a superionic state as the consequence of the creation of co-ion pairs when the 
ionic liquid EMI-TFSI is confined in pores with a size comparable to the ion size (top). The first solvation shell around an anion contains up to 24% anions 
without polarization (middle). This results in increased ion population in the pores (bottom). d, The charge stored per carbon in nanopores of 3D porous 
carbons increases with the decrease of the curvature radius, as the consequence of stronger/closer interactions of the confined ions with the carbon walls. 
Adapted with permission from: c, ref. 53, SNL; d, ref. 55, American Chemical Society, with the help of Y. M. Liu. Panel b courtesy of Celine Merlet.
operation. However, compared with high-power batteries (using 
Li4Ti5O12 anodes or LiFePO4 cathodes, for instance), the lower series 
resistance of ECs decreases the polarization and heat generation25,26. 
Key advances have been made during the past decade in under-
standing the basic science driving the formation and charge of the 
double layer in nanoporous carbon electrodes10,12,27,28, starting in 2006 
with the pivotal discovery of the capacitance increase in subnano-
metre carbon pores29. In situ characterization tools, such as nuclear 
magnetic resonance (NMR)28,30–32, neutron and X-ray scattering27,33, 
mass spectrometry34, Raman and infrared spectroscopies35,36,  
partial desolvation of ions resulting in ion accessibility to subnano-
metre pores27,28,30,31,39,42,43,50,51, leading to a specific organization of 
the electrolyte confined in these nanopores51,52 as well as the cre-
ation of image charges40,53 on the carbon surface, and denser ion 
packing39,54,55. Figure 2b–d summarizes the current understanding of 
EDLC theory provided by these theoretical and computational stud-
ies. While, as a consequence of the charge overscreening, a relatively 
long-range layered structure is observed for a neat ionic liquid elec-
trolyte at planar graphite electrodes under polarization, the presence 
of solvent breaks the electrolyte organization (organic electrolyte; 
see Fig. 2b). The confinement of a neat ionic liquid electrolyte in 
pores with a size comparable to the ion size results in the formation 
of a superionic state with the creation of co-ion pairs, thus improv-
ing the capacitance (Fig. 2c). In nanopores of three-dimensional 
(3D) carbons, the capacitance increase observed for small pore sizes 
is the result of the absence of overscreening, thus reducing the effec-
tive double-layer thickness and causing stronger/closer interactions 
of ions with carbon walls due to the confinement (Fig. 2d).
These results show that carbons with average pore size below 1 nm 
can suppress the diffuse layer and take advantage of the overscreening 
effect. A counter-ion charge-storage mechanism (adsorption of ions 
of the opposite charge of the carbon) may be preferred, rather than an 
ion exchange mechanism, to limit ion fluxes and associated decrease 
of ion transport31,42,48. While NMR studies have shown that the con-
finement affects the ion dynamics by decreasing the self-diffusion 
coefficient in pores by two orders of magnitude28, ion transport is still 
fast enough in these small and short pores to ensure low resistance 
and high power performance1,12,29. Also, pores possessing ionophobic 
character have shown faster ion transport in non-aqueous electro-
lytes compared with ionophilic ones37. In neat ionic liquids, the cre-
ation of image charges on the carbon surface resulted in the creation 
of co-ion pairs in nanopores, also called a superionic state, associated 
with important capacitance enhancement53,56.
Interestingly, those scientific advances were transferred into real 
commercial EDLC products in the way that carbon manufactur-













































































































































Fig. 3 | Current performance of carbon-based electrical double-layer capacitors and perspectives for improvements. a, Comparison of discharge energy 
at various discharge times for a Li-ion battery (red), a pseudocapacitor (green) and an EDLC (blue) of similar volume. For discharge times less than ~10 s,  
EDLCs can deliver higher energy density, while the discharge time should reach ~30 s for the current generation of pseudocapacitors. b, Concept of 
biredox electrolyte, in which anions and cations are functionalized with redox active species to contribute to the charge-storage mechanism in addition 
to double-layer storage. c, Surface modification of porous carbon electrodes (passive layer, for instance) to enlarge the operating voltage window. The 
passive layer (orange colour) blocks the electron transfer at the electrolyte/carbon nterface (double red arrows), and allows for ion tranfer (double 
green arrows). The electrical percolation is ensured by the carbon grains in the volume of the electrode (red arrows) and by direct contact of the carbon 
electrode with the current collector. d, Ultra-high-rate graphene-based EDLC for a.c. to d.c. conversion, which can compete with aluminium electrolytic 
capacitors for filtering applications. Adapted with permission from: a, ref. 57, The Electrochemical Society, IOP; d, ref. 13, AAAS. Panel b Credit: O. Fontaine
redox density with liquid-like fast kinetics. The cation and anion 
of these biredox ionic liquids bear moieties that undergo very fast, 
reversible redox reactions, increasing the charge storage by transfer-
ring electrons at the negative (reduction) and positive (oxidation) 
electrodes64,65. The capacitance of the porous carbon electrode was 
found to be twice as large for 0.5 M biredox salts in BMIm-TFSI 
(1-butyl-3-methylimidazolium bis(trifluoromethylsulfonyl)imide) 
electrolyte compared with biredox-free solution65. The concept 
sounds appealing, and more work will be needed to (i) understand 
the charge transfer mechanism including possible self-discharge 
processes and (ii) synthesize biredox moieties with high capacity 
and tuned electrode potentials to further improve the performance. 
Increased voltage window and carbon capacitance was also recently 
reported by using solvent-free ionic liquid electrolytes51,52, involving 
ion reorganization inside the micro/mesoporous carbon network. 
These processes rely on local anion–cation exchange processes on 
the angstrom scale, resulting in short time response.
Alternatively, cell voltage improvement could be obtained by 
modifying the electrode/electrolyte interface via the design of passive 
layers at the carbon surface, which would shift the electrolyte reduc-
tion and/or oxidation reactions to higher over-voltages (Fig. 3c). 
This is basically what is happening at graphite anodes during Li-ion 
intercalation in Li-ion batteries, where a solid electrolyte interphase 
(SEI) spontaneously forms on the graphite particle surface66. Once 
formed during the first cycle, the SEI layer prevents further electro-
lyte reduction while allowing Li-ion intercalation into the graphite 
underneath. In a similar way, designing specific, tailored proper-
ties of the carbon surface (hydrophobic or hydrophilic groups, for 
instance) could yield an important over-voltage to increase the elec-
trochemical stability window of the electrolyte. Those approaches 
based on modification of the carbon/electrolyte interface are cer-
tainly appealing in terms of opportunities for performance improve-
ment but are highly challenging. The surface modification must not 
alter or hinder the access of the ions in the electrolyte to the porous 
carbon structure. The modified carbon surface must be ionically 
conductive to allow ion transfer from the electrolyte into the carbon 
pores but electrically insulating to limit solvent oxidation and/or 
reduction at the carbon surface. The concept of the passive layer was 
recently applied to Li-metal67 and Mg-metal68 anodes for Li-metal 
and Mg-metal batteries, respectively. The successful design of such 
an artificial SEI-like layer (rather than the one formed spontane-
ously for graphite anodes) on the surface of porous carbon would 
greatly boost the EDLC performance. Mastering the electrode/
electrolyte interface is also a key challenge for Li-ion batteries; this 
is particularly true with the current trend to develop all solid-state 
Li-ion batteries based on inorganic ceramic electrolytes. There is 
then a common interest in developing and sharing techniques for 
characterizing the electrode/electrolyte interface, as well as underly-
ing basic science12,27,31,32,34,52.
In addition to increasing the voltage window, capacitance and 
energy density, substantial expansion of the temperature window 
has been achieved by using non-freezing mixed electrolytes (for 
example, eutectic mixtures of ionic liquids or mixed solvents) and 
minimizing diffusional limitations via carbon material design. As 
a result, ECs operating at temperatures down to −75 °C for space 
applications69 or across the −50 °C to 100 °C range have been 
reported70,71.
There is another growing trend in using high-power EDLCs to 
challenge the conventional aluminium electrolytic capacitors in 
energy harvesting, back-up and even alternating-current (a.c.) filter-
ing applications7,13,72. Whereas conventional porous-carbon-based 
(activated carbon) EDLCs become resistive at frequencies above 1 
Hz, non-porous carbons such as carbon black72 or vertically grown 
graphene73 can operate at much higher frequencies (Fig. 3d). As 
the capacitance of aluminium electrolytic capacitors is limited 
to microfarads or millifarads, replacing them with EDLCs with a 
with an average pore size in the nanometre range17. As a result, the 
energy density of current commercial EDLCs (currently up to 10 
Wh kg–1)17 exceeds by a factor of 2 that of devices of the same size in 
2005 (<4 Wh kg–1), and current EDLCs can deliver high power for 
tens of seconds, thus nicely replacing or complementing batteries 
in a number of applications57 (Fig. 3a). However, the whole picture 
of the ion transport and adsorption in carbon nanopores is not yet 
clear, and fundamental studies are still needed to better understand 
the ionic fluxes inside large nanoporous networks with a variety of 
pore shapes, connections between pores, and pore-wall structure 
and properties.
Although important, fine-tuning the porous carbon structure 
to take advantage of the electrolyte confinement effect may not be 
able to bring the energy density beyond 20 Wh kg–1, as required 
for a major expansion of the market for EDLC devices. A way to 
increase the carbon capacitance is to graft electroactive molecules 
on porous carbon electrodes, thus adding a redox contribution to 
the double-layer capacitance. In such an approach, pioneered by 
Bélanger and co-workers, grafting anthraquinone58,59 from diazo-
nium salts led to a considerable increase in capacitance in aqueous 
electrolytes. However, stability remains a concern, as part of the 
redox molecules is adsorbed on the carbon and not grafted, and 
their further release into the electrolyte may lead to capacitance 
decrease with time and reduced cycle life.
Alternatively, increasing the cell voltage would be even more 
rewarding as regards energy improvement (see equation (2)). Cell 
voltage is driven by the electrochemical stability window of the 
electrolyte and the presence of electrochemically active surface 
functional groups at the porous carbon surface. Commercial cells 
rated at 3 V have recently been developed by careful removal of 
oxygen-containing terminations from the porous carbon surface15,16. 
Interestingly, model materials such as graphene or carbon nanotubes 
with surfaces free from any functional groups have shown substan-
tial improvement in cell voltage. Recent work from Kyotani and 
co-workers, using mesoporous carbon sheets prepared by chemical 
vapour deposition from CH4 on nanosized sacrificial templates made 
of alumina particles, demonstrated cell voltages up to 4.4 V (ref. 60). 
The prepared mesoporous structure with curved graphene walls 
was free from reactive edge-sites and demonstrated a large voltage 
window. These studies with model materials provide the scientific 
foundations for the design of ultra-stable porous carbon structures 
with improved performance. On the other hand, Antonietti’s group 
reported heteroatom‐doped carbons known as ‘noble carbons’, 
obtained by carbonization of organic compounds61. These carbons 
show improved electrochemical stability versus oxidation, and could 
lead to substantial energy gain, as long as their electrical conductivity 
remains high enough for them to be used as active material.
The design of a high-voltage electrolyte (>5 V stability window) 
matching the requirements for energy-storage applications (high 
conductivity, large operation temperature range, low toxicity) is a 
major challenge for battery and EC communities, and there is still 
no certainty that it will become industrial reality. However, inter-
esting approaches to tailoring electrolytes for EC applications have 
recently been proposed23. For instance, Balducci and co-workers 
proposed a combinatorial chemistry approach to select new solvent/
salt couples by rational computational screening62,63. This identified 
the cyano-esters family as a new class of possible solvent, and espe-
cially the 3-cyanopropionic acid methyl ester. In combination with 
the conventional (C2H5)4N
+,BF4
– salt, a cell operating voltage up to 
3.2 V was achieved, which confirms the potential of the method 
and justifies further use of machine learning and artificial intelli-
gence, owing to the large variety of combinations possible23. A new 
concept, proposed by Rochefort and co-workers64 and by Fontaine 
and co-workers65, has emerged, in which the charge storage could 
also be achieved in the electrolyte (Fig. 3b). It relies on the use of 
biredox ionic liquids as salt in an electrolyte to achieve bulk-
like 
capacitance orders of magnitude higher is attractive. Higher volu-
metric capacitance, extreme cyclability (over a million cycles at 
a very high rate) and scalable device manufacturing must still be 
achieved, and the phase angle should be closer to 90° across a wider 
range of frequencies. Large-scale flexible supercapacitors that can 
provide both high volumetric and high areal capacitance, as well as 
a high-frequency (>100 Hz) capacitive response with a phase angle 
approaching −90°, are expected to resolve the current impediment 
for high-power applications.
In summary, EDLCs are a class of ECs that store the charge elec-
trostatically without involving any redox reactions, providing high 
delivery/uptake power capability and ultra-long life (>106 cycles). 
These key features make them suitable in a broad range of applica-
tions including renewable energy and grid storage (power smooth-
ing, phase regulation, uninterruptible power supplies), as well as 
transportation (stop and start function, recovery of braking energy, 
power steering), where they offer specific added value compared 
with batteries. Although electrolyte confinement in carbon nano-
pores came with substantial improvement in their capacitance and 
energy density, alternative routes must be found to further improve 
the performance. Efforts should be directed towards the design of 
high-surface-area carbon structures with improved electrochemical 
stability. Also, modification of the porous carbon/electrolyte inter-
face by preparing passive layers or designing specific properties 
(hydrophobicity or hydrophilicity) may offer more opportunities 
to enlarge the operation voltage range of EDLC devices — but this 
must be achieved without sacrificing power capability or cycle life.
Pseudocapacitive and high-charge/discharge-rate 
materials based on redox capacitance
Unlike in EDLCs, the charge-storage mechanism in pseudocapaci-
tive materials is not purely electrostatic. It involves faradic processes 
— redox reactions1,5,20,74 that increase the capacitance and thus the 
energy density of supercapacitors (Fig. 3a). The surface redox pseu-
docapacitive mechanism was proposed in the 1970s by Conway, 
who explained that when reversible redox reactions occur at or near 
the surface of an appropriate electrode material, the electrochemi-
cal features are those of an EDLC but with considerably greater 
charge storage because of the redox reactions20. Materials such as 
MnO2 and RuO2 (Fig. 4a) were among the first reported examples 
of pseudocapacitive materials20,75. In these materials, the change in 
the redox state of the metal is balanced by the surface insertion/
deinsertion of a cation from the electrolyte. The redox reactions 
are confined to the surface — or the near-surface volume — of the 
material, differentiating it from the bulk faradic storage in battery 
materials20,74,76,77. This results in a rectangular-shaped cyclic voltam-
metry (CV) curve (Fig. 4a), similar to that of EDLCs.
Different from faradic reactions occuring in the bulk of (battery) 
materials, the pseudocapacitive mechanism (or redox capacitive 
mechanism) has the following characteristic features: (i) a charge 
that changes with the potential; (ii) the absence of solid-state diffu-
sion limitation, owing to the surface or near-surface storage mecha-
nism (surface pseudocapacitance; see Fig. 4b); and (iii) the absence 
of phase change in the material during electrochemical polariza-
tion, which would result in sharp redox peaks in the CVs5,74,76–78. 
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Fig. 4 | Conceptual presentation of redox capacitance. a, CV of RuO2 electrode. b, The fast surface reactions at RuO2 particles explain the presence of 
bumps on a capacitive-type CV, leading to a surface pseudocapacitance charge-storage mechanism. c, Electrochemical signature (CV) of T-Nb2O5 in 
non-aqueous LiClO4 in propylene carbonate (PC) electrolyte, showing intercalation pseudocapacitance due to fast, non-diffusion-limited Li
+ intercalation 
into the bulk of the material. d, Structure of T-Nb2O5 with the intercalated Li ions. e, CV of a Ti3C2 MXene electrode in non-aqueous 1 M LiTFSI in PC 
electrolyte, showing fast Li+ intercalation into the gaps between Ti3C2 layers. f, Structure of Ti3C2 MXene showing intercalated and desolvated Li ions 
(noted as Li+(PC)0) between the Ti3C2 MXene layers. Adapted with permission from: a,b, ref. 
12, SNL; e,f, ref. 86, SNL.
Still, according to the results outlined above, the narrow voltage 
window (typically about 1 V) limits the energy density (equation (2)) 
for pseudocapacitive materials operating in aqueous electrolytes; this 
is an important drawback that hampers the industrial application of 
the technology. Possible remedies include the use of water-in-salt 
electrolytes with a wider voltage window (2 V or more), as well 
as asymmetric device design with, for example, a MXene negative 
electrode combined with an oxide or conducting polymer cathode, 
extending the voltage window above 1.5 V. Both approaches can be 
combined for maximum performance improvement.
In 2013, Dunn’s group reported on the synthesis of nanocrys-
talline orthorhombic-phase Nb2O5 particles (T-Nb2O5)
90, with con-
trolled structure and texture, capable of working in a non-aqueous 
electrolyte. The Li-ion intercalation capacity was mostly inde-
pendent of rate, and redox peaks with small voltage offsets were 
observed even at high rates. Moreover, the Li ion intercalation 
reaction was found to occur in the bulk of the particles, thanks 
to facile 2D lithium-ion diffusion pathways existing in the ortho-
rhombic crystal structure74,90,91. Together with the absence of any 
phase transformation, these agreed well with a Li-ion intercala-
tion pseudocapacitive reaction mechanism74 such as defined by 
Conway92 (Fig. 4c), which needs a network that offers 2D transport 
pathways and little structural change on intercalation. Mirror-like 
CVs in non-aqueous electrolytes, with broad redox peaks on top 
of a capacitive envelope, are characteristics of such materials. 
Here, the change of redox state of Nb during Li ion intercalation, 
together with high capacity (150 mAh g–1) values achieved, also 
excludes the possibility of a pure double-layer mechanism con-
tribution. Interestingly, this material combines the key features of 
faradic (battery) and pseudocapacitive materials, namely (i) high 
capacity thanks to Li ion intercalation into the bulk of the particles 
and (ii) high power because of the high rate, non-diffusion-limited 
reaction in the facile 2D Li-ion diffusion pathways of the 
structure (Fig. 4d).
The intercalation pseudocapacitive behaviour of Ti3C2 MXene 
electrodes in Li-ion-containing non-aqueous electrolyte has recently 
been reported in the literature (Fig. 4e)86. Capacity up to 130 mAh g–1 
was achieved in 1M Li-TFSI in propylene carbonate (PC) electro-
lyte, within a 2.4-V voltage window (from ∼2.8 V down to 0.4 V 
versus Li). The high capacitance in PC-based electrolytes was 
ascribed to the full desolvation of Li ions when intercalated between 
the MXene layers, resulting in improved Li ion intercalation com-
pared with other solvents86. Similar to Nb2O5, the intercalation is 
not limited by solid-state diffusion in MXene, thanks to the com-
bination of the 2D structure offering 2D paths for Li ion interca-
lation and the metallic conductivity of Ti3C2 which results in high 
power performance. Interestingly, Li-ion desolvation was found to 
be responsible for the high performance of MXene in non-aqueous 
electrolyte (Fig. 4f), similar to what was reported earlier for porous 
carbon1,29. Finally, in very recent work93, F-free MXene materials 
prepared by a molten salt synthesis route achieved unique elec-
trochemical performance in terms of energy and power density 
in Li-ion battery electrolyte. The control of the surface termina-
tion groups and Li-ion desolvation allowed the use of this MXene 
as high-rate negative electrode material for electrochemical energy 
storage, with capacities reaching 200 mAh g–1.
There are currently few commercial devices operating with pseu-
docapacitive materials. These materials still have a limited cycle life 
and power performance compared with EDLCs, without offering 
a cost advantage. Although the recently developed MXene mate-
rials appear promising for high rate pseudocapacitive electrodes, 
improvements are needed in the irreversible capacity loss due to 
SEI formation, the control of the nature and content of surface ter-
mination groups, and the synthesis routes. However, research over 
the past few years has resulted in great advances in both the basic 
science and practical performance. Further efforts will be needed 
These criteria result in symmetrical CV curves along the poten-
tial axis, where the peaks, if present, are broad and exhibit a small 
peak-to-peak voltage separation.
The faradic nature of the charge-storage mechanism makes 
the use of charge or capacity (in coulombs or amp hours) a suit-
able metric to characterize pseudocapacitive materials. Although 
capacitance (in farads) may be given for comparison purposes, 
it is meaningless to report capacitance values from distinctly 
non-rectangular-shaped CVs. Electrochemical impedance spec-
troscopy plots in the Nyquist representation shows a sharp, almost 
vertical, increase of the imaginary part of the impedance in the 
low-frequency region as the result of the absence of solid-state dif-
fusion5,76–78. Several electrochemical methods and techniques have 
been developed to help in the characterization of pseudocapacitive 
materials, such as the identification of the surface versus bulk con-
tributions to the total current79, as well as the use of electrochemi-
cal impedance spectroscopy at various potentials80 or multiple step 
potential techniques81,82. These tools must be used by the scientific 
community to correctly characterize materials and report their 
performance, avoiding misleading reports, such as capacitance val-
ues exceeding 1,000 F g–1 for faradic nickel oxide or oxy-hydroxide 
in alkaline electrolyte5,19,76–78. Interestingly, using cobalt oxide as a 
model material, a recent report explains its pseudocapacitive elec-
trochemical signature (similar to Fig. 4a and to the one observed 
for MnO2 in neutral electrolyte) by a transition from an insulating 
to an electrically conducting phase initiated by redox reaction83. In 
this material, the creation of a potential gradient would result in a 
double-layer capacitance-like storage mechanism, but more experi-
mental work (using in operando structural analysis, for instance) is 
required to support such a claim.
Although pseudocapacitive materials hold promise for improv-
ing the energy density of EC, they have so far not seen widespread 
use in commercial products because of (i) the high costs of RuO2, 
(ii) the limited capacitance and low electrical conductivity of MnO2 
and other metal oxides, (iii) the short lifetime of conducting poly-
mers and (iv) the restriction of the pseudocapacitive behaviour to 
aqueous electrolytes with a narrow voltage window. However, the 
discoveries and advances of the past few years on metal oxides and 
carbides could change the game. In 2011, a family of 2D early tran-
sition metal carbides and carbonitrides (MXenes) was produced by 
selective etching of the A element from MAX phases84. MXenes are 
usually referred to as Mn+1XnTx, where M is an early transition metal 
and X is carbon and/or nitrogen, T represents surface termination 
(=O, –OH, –Cl and/or –F), n = 1, 2, 3 or 4, and x is the number 
of terminating groups per formula unit85. Ti3C2Tx MXene has been 
intensively studied for energy-storage applications85,86. CV of this 
material in sulfuric acid electrolyte shows broadened peaks with 
little separation in peak position on charge/discharge, on top of a 
capacitive rectangular box (Fig. 4a). In this material, the change of 
the valence state of the surface layers of Ti atoms (Ti+II/Ti+III) is bal-
anced by the reversible intercalation reaction of protons85. Needless 
to say, the metal-like conductivity of Ti3C2Tx MXene excludes the 
possibility of a pure double-layer-like mechanism coming from the 
change in the electrical conductivity during polarization83. High 
gravimetric capacitance (>500 F g–1)85,87 and volumetric capacitance 
(1,500 F cm–3), with an areal capacitance of up to 4 F cm–2 (ref. 88), 
were obtained in aqueous sulfuric acid electrolyte. Moreover, 50%
of the capacitance could be delivered (or stored) during 1 s dis-
charge (charge). These impressive performance is the result of the 
combination of 2D structure that offers redox-active surface highly 
accessible to electrolyte ions, and short transport paths, together 
with the high electrical conductivity of the MXene backbone, which 
makes these materials unique85. As MXene electrodes usually do not 
require the use of metallic current collectors (at least in prismatic 
and pouch cells), the energy density of the devices can be given an 
extra boost85,89.
to move pseudocapacitive oxides, carbides, nitrides and other mate-
rials to the market.
Beyond offering promising power and energy performance, 
these examples illustrate changes of paradigm in the design of 
redox-based capacitive materials for high-energy ECs. The fron-
tier between high-discharge-rate battery materials and pseudoca-
pacitive materials, which combine the best of the battery and EDLC 
worlds, becomes increasingly blurred10,12. Moreover, it is possible to 
transform the electrochemical signature of a faradic battery material 
into a pseudocapacitive one by decreasing the particle size and/or 
introducing defects in the structure, as has been achieved with 
LiFePO4 (refs. 
94,95) LiCoO2 (ref. 
96) and other cathode materials74. 
These materials are called extrinsic pseudocapacitive materials5,74 
to distinguish them from conventional intrinsic pseudocapacitive 
materials (Fig. 4). In these materials, high defect concentrations 
(breaking the crystal structure) and large surface area, which can be 
achieved by adapting the synthesis route or nanosizing the particles, 
accelerate the Li solid-state diffusion74,95,96. A striking example is 
LiFePO4 (LFP), a well-known positive electrode material for Li-ion 
batteries. Li-ion intercalation into LFP is achieved via a two-phase 
reaction mechanism, resulting in a constant potential plateau at 
3.5 V versus Li during constant-current charge/discharge tests. The 
modification of the LFP structure with Fe3+ defects, for instance95, 
yields a different electrochemical behaviour. Constant-current 
charge/discharge tests of amorphous LFP containing Fe3+ defects 
show sloping potential profile change with time, like observed for 
intercalation pseudocapacitance mechanism. The change in elec-
trochemical behaviour of the defective LFP was ascribed to faster 
Li-ion diffusion in the presence of defects94,95. The past few years 
have seen a growing number of papers dealing with the synthesis 
and characterization of high-rate materials with pseudocapacitive 
or pseudocapacitive-like signature for both negative and positive 
electrodes7,10,97. This looks like a promising way to improve the 
energy density of ECs and exceed the power density of batteries.
In summary, pseudocapacitive materials have the potential to 
improve the energy density of ECs considerably. However, conven-
tional pseudocapacitive materials (such as RuO2, MnO2 or Fe3O4) 
are only active in aqueous electrolytes, limiting their energy density 
and practical applications. The past decade has seen rapid devel-
opment of research on these materials. Designing 2D materials or 
metal oxides with crystal structure offering 2D Li-ion diffusion 
pathways for fast Li intercalation in non-aqueous electrolyte has 
led to evidence of a fast intercalation mechanism in the bulk of the 
material (‘intercalation pseudocapacitance’). Also, the modifica-
tion of faradic battery materials by creating defects in the structure 
and incorporating structural water, as proposed by Augustyn and 
co-workers98,99, yields pseudocapacitive signatures and offers oppor-
tunities for designing high-energy and high-power-density pseudo-
capacitive ECs.
At the same time, as we have said, the boundary between 
high-rate battery materials and high-energy pseudocapacitive 
materials is becoming increasingly blurred. This holds promise for 
great improvement in the energy density while maintaining a high 
power capability and a long cycle life (>1,000,000 cycles), moving to 
the area marked with the star in Fig. 1. Some general guidelines can 
be given for extending the energy density of high-rate pseudoca-
pacitive materials, most of them being shared with the battery com-
munity. First, a negative (positive) electrode must deliver/store its 
charge at the lowest (highest) average potential, to end up with the 
highest cell voltage and energy density. Next, the presence of a SEI 
layer and the risk of Li plating at high recharge rate are important 
drawbacks when using negative electrodes operating at low poten-
tials in Li-containing electrolyte. This is why new materials based on 
intercalation capacitance (metal oxides, such as Nb2O5, LiTiNb2O7 
or Li3VO4, and MXenes) operating at high rate with no — or lim-
ited — risk of Li-metal plating are attractive candidates, despite 
their higher discharge potential. As positive electrodes, high-rate, 
Li-containing materials are also good candidates since they can sup-
ply Li ions to the negative electrode, in case SEI is formed at the first 
cycle. Defective LFP is a possible candidate, but such an approach 
could be extended to lamellar transition metal oxides operating at 
higher potentials. Those redox-based capacitive materials could 
also benefit from the development of solvent-in-salt electrolytes, 
which can achieve improved operating voltage window in combi-
nation with Li-ion battery electrodes, thanks to the decrease of the 
content of free solvent molecules100.
Hybrid capacitor design
There is plenty of basic science to share and develop between the 
battery and the capacitive storage communities, and a common 
playground is the field of hybrid electrochemical capacitors (HECs). 
Unlike EDLCs or pseudocapacitive ECs, HECs combine a faradic 
battery electrode with a capacitive or pseudocapacitive electrode. 
In these systems, the battery electrode brings the energy while the 
power comes from the capacitive one. Most of the popular HECs 
currently commercialized combine a Li-ion-battery graphite anode 
with a porous-carbon capacitive electrode. These are known as 
Li-ion capacitors (LIC)101, such as shown in Fig. 5a,b. The high 
operating cell voltage (3.8–2.2 V) of LICs comes from the use of the 
graphite anode and the SEI layer formation.
High energy density (beyond 20 Wh kg–1) can be achieved using 
LIC technology, and the growing number of companies develop-
ing LICs demonstrate the interest in this technology, applications of 
which are similar to those of ECs. However, LICs are not expected 
to replace ECs, since they face several challenges101. The negative 
Li-ion graphite anode needs to be highly over-capacitive to accept 
high recharge rates (beyond the capacity of the limiting positive 
electrode), limiting the power capability to a few kilowatts per kilo-
gram, which is a major difference from EDLCs. Also, the negative 
electrode must be prelithiated, which is achieved by introducing 
a sacrificial Li-metal electrode in the cell, short-circuited with the 
graphite anode before use. Although some smart solutions have 
been proposed that use sacrificial Li+ extraction at the positive elec-
trode during the first cycle to balance the electrode capacities102, this 
limits to some extent the gravimetric and volumetric performance 
of the cells. Then, the use of carbonate-based electrolytes restrains 
the operating temperature range to that of Li-ion batteries, in con-
trast to EDLCs, which can use carbonate-free electrolytes101. Finally, 
the cycling life — and specially the impact of high charge/discharge 
rates on the negative electrode stability upon cycling — needs to be 
improved, despite hundreds of thousands of cycles being claimed 
by manufacturers101. However, thanks to the recent development 
of high-rate carbon-based materials for Li-ion-battery anodes3 and 
discovery or design of better pseudocapacitive materials74, there 
is a chance of improving the LICs’ energy density beyond 20 Wh 
kg–1 using those nanostructured high-rate electrodes, while keeping 
high power capability close to that of EDLC (Fig. 5c,d). This would 
result in a major change in possible applications of ECs. In such 
designs, the presence of a Li-containing positive electrode, such 
as defective LFP, minimizes the need for an extra lithium source 
to form the SEI at the negative electrode. One concern might still 
be the cycling life of pseudocapacitive ECs compared with EDLCs, 
since the introduction of a redox-based charge-storage mechanism 
may result in chemical modification or volume change of the mate-
rials. This should be a target of future studies.
The HECs (Li-ion capacitors, for instance) that have recently 
appeared in the market currently offer the highest performance 
in terms of energy density (>20 Wh kg–1). However, the use of a 
Li-ion-battery negative electrode in LIC systems limits their power 
capability compared with EDLCs and makes the cycle life dur-
ing high-rate cycles uncertain. Also, HECs will face competition 
from high-power batteries such as the high-rate batteries, based on 
on flexible substrates, printed on various surfaces or incorporated 
into textiles has been growing quickly to address these needs105. 
Development of micro-devices is an emerging topic, but the field is 
quickly expanding, and there are high expectations in the design of 
high-energy and high-power micro-devices to support the develop-
ment of the IoT106.
MSCs can be prepared on various substrates using many tech-
niques; the process chosen usually depends on the substrate107. MSC 
devices are generally prepared in one of two designs, with stacked 
or planar interdigitated electrodes (Fig. 6b). In planar interdigi-
tated electrodes, the areal capacitance per electrode polarity is 4 
times the total areal capacitance of the device (footprint area)107. 
Although MSCs share with their EC counterparts the challenge of 
high energy density, gravimetric performance has little meaning in 
this case. Reliable performance metrics are areal energy (Wh cm–2) 
and power (W cm–2) densities, or volumetric energy (Wh cm–3) and 
power (W cm–3) densities — calculated from areal (F cm–2) and vol-
umetric (F cm–3) capacitance — to take into account the electrode 
thickness (Fig. 6c)105. In addition to these metrics, the thickness 
of the substrate should be indicated as well as the electrode thick-
ness or/and the total thickness of the device. A further challenge 
in MSCs is the preparation of mechanically stable electrodes with 
strong adhesion to the substrate and ability to withstand multiple 






































































































































Fig. 5 | Lithium-ion capacitors. a,b, Concept of a Li-ion capacitor (LIC), which combines a negative graphite electrode, as used in a Li-ion battery,  
with a positive porous carbon EDLC electrode. The cell voltage is increased relative to an EDLC capacitor using symmetrical porous carbon electrodes. 
c,d, Concepts to show that high-power batteries and high-energy ECs using pseudocapacitive materials share similar features. Here, a combination of 
pseudocapacitive Nb2O5 or MXene negative electrode with a defective LFP positive electrode with sloping profile suggests the possibility of building  
a pseudocapacitive device.
lithium titanium oxide, developed by Toshiba103, or emerging 
Na-ion batteries2, which show similar power performance with a 
higher energy density.
Micro-devices for IoT and wearable electronics
The development of connected and smart environments, more com-
monly termed IoT104, is a major emerging application for microscale 
energy-storage devices (Fig. 6a). IoT relies on the use of connected 
sensor networks that collect and transfer the data to a central gate-
way. It covers a broad range of applications: health (individual man-
agement and continuous monitoring of patients), environmental 
(fire prevention, air and water quality measurements) or industrial 
and infrastructure monitoring (buildings, bridges, roads and even 
museums), drug delivery (in  vivo application), transportation, 
wearable personal electronics and various radiofrequency identifi-
cation systems104. Those applications require a very large number of 
compact, efficient, miniaturized energy-storage devices for energy 
delivery or harvesting with high power capabilities. Although 
micro-batteries can ensure a low continuous energy delivery, they 
fail to deliver the peak power needed for data acquisition and trans-
fer. Moreover, their charge-storage capability per weight or volume 
of the device decreases with decreasing size, because of the increas-
ing ratio of passive (packaging and so on) to active components.
Starting from about 2010, research on the development of 
micro-supercapacitors (MSCs) integrated on Si wafers, 
produced 
The direct integration of MSCs on Si wafers is the most challeng-
ing concept, since fabrication techniques compatible with the semi-
conductor industry have to be used. Dry processing (atomic layer 
deposition or magnetron sputtering) is preferred to wet routes (such 
as electrophoretic or electrochemical deposition, screen printing or 
serigraphy), but the limited electrode thickness achieved by these 
techniques results in low areal capacitance107. An important step 
forward was achieved by preparing on-chip MSCs by chlorination 
of TiC films (∼5 μm thick) deposited on Si wafer by magnetron 
sputtering106. The partial chlorination of TiC led to the formation of 
mechanically stable porous carbon electrodes strongly adhering to 
the Si surface. Electrode areal capacitance beyond 400 mF cm–2 was 
achieved in sulfuric acid electrolyte, making these micro-devices 
among the best reported for carbon-based MSCs (Fig. 6c). A limi-
tation of the MSC technology based on nanoporous carbon elec-
trodes is that it is barely compatible with the deposition of inorganic 
solid-state electrolytes owing to the electrode porosity, although 
solid-state-like electrolytes (gels or ionogels) can be used108,109. 
Further improvement of the areal capacitance can be achieved 
by developing a 3D Si surface and preparing structures with high 
area enhancement factor (that is, the projected area per footprint 
area)105. This offers interesting routes for preparing on-chip MSCs 
with a high areal energy density, using carbide-derived carbon elec-
trodes prepared by the chlorination of TiC or other carbide films 
deposited by magnetron sputtering. Unfortunately, the vacuum 
deposition of pseudocapacitive materials is more complex and lim-
ited to a few compounds, resulting in areal capacitance and energy 
density values below the expectations for practical applications105. 
Electrochemical deposition techniques can also be used to prepare 
on-chip pseudocapacitive MSCs, with the same limitations in terms 
of the variety of materials and energy density.
A massive trend currently observed in the field of MSCs is 
the preparation of flexible devices aiming to address the need for 
smart textiles and for paper-based and flexible power electronics110. 
A major step has been the development of the laser-writing process 
technique, thanks to pioneering work from Kaner and co-workers, 
who reported the fabrication of MSCs by direct reduction of 
graphite oxide film under a laser beam in 2012, drawing porous 
‘laser-scribed graphene’ interdigitated devices111. Despite limited 
capacitance achieved (about 5 mF cm–2) because of the thin elec-
trodes, this was important in showing that a simple, easy to imple-
ment and scalable technique was efficient in preparation of flexible 
electrodes and micro-devices. Tour’s group also showed the possibil-
ity of direct conversion of polymer substrates into carbon under the 
laser beam112. Moving further, Kaner and co-workers functionalized 
laser-scribed graphene electrodes by electrochemical deposition of 
pseudocapacitive MnO2 (ref. 
113), resulting in a notable improve-
ment in areal capacitance and energy density. The next challenges 
for this promising laser-scribing technology will be to implement 
newly developed pseudocapacitive materials, such as Nb2O5, MoO3 
Substrate (Si, 
polymer, textile…)
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Fig. 6 | Micro-supercapacitors for current and future technologies. a, Sketch of a connected network of sensors used for the IoT. b, Calculations of areal 
and volumetric capacitance of micro-devices with planar (top) or interdigitated (bottom) electrode configuration. c, Example of Ragone plots showing the 
performance of MSC devices normalized per surface area (left) and volume (right). AN, acetonitrile; CNT, carbon nanotube; rGO, reduced graphene oxide. 
Adapted with permission from ref. 106, AAAS.
biosafety, when in direct contact with skin. This puts certain restric-
tions on choice of active materials and electrolytes, which should 
be gels or polymers. Also, the capacitance and other characteristics 
should be normalized by length of fibres and yarns (F cm–1) or area 
for textiles (F cm–2), as gravimetric data for the active material itself 
do not really help to understand how much charge can be stored in 
the garment117. This is a quickly maturing research area, and rapid 
development is expected in the next few years.
Summary and outlook
This Review aims at providing general key messages. The first is 
that EDLCs have certain features (no redox processes, long cycle 
life, high power and a wide temperature range of operation) that 
make them an important technology for energy-storage applica-
tions. The energy density of EDLCs can be increased by increasing 
the cell voltage via interface modification or development of chemi-
cally stable, high-surface-area carbon structures free from defects 
and functional groups.
Next, the recent discoveries of new pseudocapacitive materials 
and of the bulk intercalation pseudocapacitive reaction mecha-
nism occurring in non-aqueous electrolytes are examples of key 
advances in the field of capacitive storage, since high-energy and 
high-power electrodes and devices can now be produced. Here, the 
high-power challenge for batteries meets the high-energy quest for 
ECs, and the combination can make a huge impact on the entire 
energy-storage field.
The IoT is currently pushing the development of MSC technol-
ogy, and several techniques and processes have been developed 
to prepare MSCs with a focus on flexible devices. The laser-based 
techniques, ink-jet printing, stamping, 3D printing and other pro-
cesses used are very different from conventional tape electrode 
manufacturing. To meet the needs of flexible and wearable technol-
ogy, new materials and new device designs should be implemented. 
Active materials with very high electronic conductivity are required 
to eliminate current collectors. The use of conductive 1D and 2D 
materials could eliminate the need for resistive polymer binders. 
Non-leaking gel and polymer electrolytes are needed to eliminate 
special packaging and enable textile supercapacitors. A coating 
technology should be developed for separation of electrodes (gel 
and polymer electrolytes can play the role of separators) and encap-
sulation of devices (for example, polymer spray-coating or vapour 
deposition). Conventional sandwich device designs will be replaced 
by interdigitated electrodes and fibres/yarns.
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or MXene74, operating in non-aqueous electrolytes to boost the 
energy performance. The technique will need to be adapted to those 
materials, since oxides require metal current collectors and MXenes 
may oxidize under the laser beam.
Besides laser writing, electrophoretic114, electrochemical115, 
stamping, spray coating and printing116 techniques have been used 
to prepare electrodes made of carbon and pseudocapacitive materi-
als on flexible substrates. Conventional and 3D printing on a variety 
of surfaces are experiencing fast expansion116. The areal capacitance 
achieved ranges from <1 mF cm–2 to hundreds of mF cm–2, depend-
ing on the material used and the electrode thickness116. Although 
the field is still young, some trends can be extracted from the litera-
ture survey. First, the mechanical properties and the quality of the 
electrode/current-collector interface (adherence of the film) have a 
strong impact on the performance and the cycle life of the devices. 
Thus, deposition techniques leading to improved impedance of the 
contact — electrochemical plating, for instance — are preferred. 
The preparation of carbon nanotube, graphene or reduced gra-
phene oxide electrodes leads to a moderate areal capacitance (less 
than about 20 mF cm–2) owing to limited electrode thickness; elec-
trodeposition of pseudocapacitive materials (such as MnO2, RuO2 
or conducting polymers) in an additional synthesis step allows for 
great improvement of the areal capacitance to 200–300 mF cm–2. 
However, the use of aqueous electrolytes comes with a narrow cell 
voltage (less than ∼1.6 V) and energy density limitation, as dis-
cussed earlier. The situation is different for carbon-based MSCs 
which can operate in non-aqueous electrolytes, with the highest 
capacitance being reported so far for porous carbons with a high 
surface area. The use of highly conductive graphene and MXene 
eliminates the need for metal current collectors, greatly simplifying 
the manufacturing process. Finally, the use of increasingly popular 
solid-state-like (gel) electrolytes may resolve the issue of electrolyte 
leakage and eliminate the need for hermetically sealed packaging116.
However, MSCs will have to address several challenges in the near 
future to meet industry expectations. Solid-state or gel high-voltage 
electrolytes are needed to replace the aqueous polyvinyl-alcohol-based 
gel electrolytes with a narrow voltage window (about 1 V in acids). 
Developing inorganic ceramic solid-state electrolyte will be chal-
lenging owing to the high surface area of carbon materials and the 
general issues of mastering the electrolyte/active material interfaces. 
Alternatively, ionogel electrolytes (that is, ionic liquid phase entrapped 
inside an inorganic (SiO2) matrix) have been successfully used in ECs 
in combination with high-surface-area materials, offering voltage 
windows up to 3 V (refs. 108,109). Also, transferring the recent advances 
in the pseudocapacitive field, such as the use of bulk intercalation 
pseudocapacitance mechanism (Nb2O5, MoO3 or MXene), operating 
in non-aqueous electrolyte into real micro-devices would result in 
a major enhancement of both the areal capacitance and the energy 
density86,90,97. The design of a suitable 3D electrode structure would 
further boost the areal power and energy performance113,115. Finally, 
the combination of the pseudocapacitive materials with suitable elec-
trodes using 1D, 2D and/or 3D carbon structures or even high-rate 
battery materials would result in major improvements, making MSC 
devices competitive with micro-batteries for applications in embed-
ded sensors for battery monitoring, truly wearable systems integrated 
into clothes, or energy harvesting.
As a separate class of emerging flexible devices, we need to 
consider textile supercapacitors. This area emerged less than ten 
years ago117 and keeps growing because of the interest in ‘wearable 
Internet’ and smart textiles110. Initially, carbon materials were used, 
but conductive polymers, metal oxides118 and MXenes119 recently 
entered the field. Storing the amount of energy required for power-
ing devices, from LEDs to sensors and communication (antennas) 
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